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REINFORCING BAR

SIZE AND SPACING
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#5 AT 7"

#5 AT 7"

#5 AT 6"

3 3/4 " DIAMETER

3 3/4 " DIAMETER

5 CUBIC FEET OF POROUS 

BACKFILL SHALL BE PLACED 

AT WEEPHOLES.  POROUS 

BACKFILL SHALL BE IN 

ACCORDANCE WITH SECTION 206.

TYPE D (MODIFIED RETAINING WALL) 

TRAFFIC BARRIER (SEE PART SECTION 

THROUGH PAVEMENT FOR REINFORCING 

DETAILS).

PAVEMENT

 3/4 " CHAMFER

(1)

2"

(2)

(
2
)

REINFORCEING BAR, 

SEE TABLE

(1) ¸ 3" DIAMETER WEEPHOLE AT 

    8’-0" SPACING.  (SLOPE WEEPHOLE 

     1/2 " PER FOOT TO DRAIN.)

 

(2) CLEARANCE

TYPE D

CONCRETE TRAFFIC BARRIER

PART SECTION THROUGH PAVEMENT

2"

MIN.

(2)

ALL HOOKS AND BENDS OTHER 

THAN 180Ñ TO BE BENT WITH 

THE SAME PROCEDURE AS 

FOR 90Ñ STANDARD HOOKS.

GENERAL NOTES:

 

TYPE D (MODIFIED RETAINING WALL) SHALL BE USED ONLY 

AT LOCATIONS SHOWN ON PLANS.

 

FOR DELINEATOR DETAILS, SEE SHEET NUMBER 1 OF 

THE MISSOURI STANDARD DRAWING 617.10.

 

CONCRETE SHALL BE CLASS B2 F’c = 4000 psi.  

 

ALL REINFORCEMENT SHALL BE GRADE 60 EPOXY COATED.

 

BAR SPLICES SHALL BE A MINIMUM OF 24 TIMES THE 

NOMINAL DIAMETER OF THE BAR.  

 

THE CONTRACTOR HAS THE OPTION TO SLIP-FORM THE RE-

TAINING WALL.  IN WHICH CASE, ADDITIONAL REINFORCE-

MENT MAY BE TIED TO THE UPPER TWO-THIRDS OF THE 

REINFORCING CAGE TO PROVIDE BRACING.

(MODIFIED RETAINING WALL)

(MODIFIED RETAINING WALL)

TYPE D

CONCRETE TRAFFIC

BARRIER

NOTES:

 

MINIMUM CLEARANCE TO REINFORCING STEEL 

SHALL BE 1 1/2 ", UNLESS OTHERWISE SHOWN.

 

* SEE ROADWAY PAVEMENT DESIGN.
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